
TWIC READER QUALIFIED TECHNOLOGY LIST 
Portable Readers (page 1 of 3) 

Readers on the attached list have been found in compliance with the specifications of the TWIC Qualified Technology List except as noted. 

  

QTL 
ID Vendor 

Product 
 Name 

Version  
Date Added 

to QTL  
Biometric 
Interface Card Interface  TPK Source  Authentication 

Modes  
PACS 

 Interface  
CCL or  

CRL 
 Checking 

Use in Harsh 
Conditions 

TWIC Card 
Versions 
Tested 

001 
 
 
 

001-1 

Intellicheck Mobilisa, 
Inc. 
191 Otto Street 
Port Townsend, WA  
98368 
USA 
www.icmobil.com 
 
Sales 
info@icmobil.com 
Tel:  888.9ICMobil 

Fugitive Finder 
IM2610 Portable 
Reader 
Version: 3.8.77,  
  3.8.78 
 
  3.8.80 

7-25-2013 
 
 
 
9-16-2014 
 
12-17-2014 

Fingerprint Contact 
 

Contact 
 

1,2,3 & 4 
Configurable 

TCP-IP Docking 
Cradle 

CCL Yes 1.0 & 2.0 

001-2 Contactless PACS 
Registration 
or 
Contact 

& 2.3 

002 Intellicheck Mobilisa, 
Inc. 
191 Otto Street 
Port Townsend, WA  
98368 
USA 
www.icmobil.com 
 
Sales 
info@icmobil.com 
Tel:  888.9ICMobil 

Fugitive Finder 
IM2620 Portable 
Reader 
Version: 3.8.77 

7-25-2013 Fingerprint Contact 
 

Contact 
 

1,2,3 & 4 
Configurable 

TCP-IP Docking 
Cradle 

CCL No 
 

1.0 & 2.0 

 Contactless 
 
 

PACS 
Registration 
or 
MAG Stripe 
 

 

004 MorphoTrak, Inc. 
113 S. Columbus St. 
Suite 400 
Alexandria, VA 22314 
USA 
www.morphotrak.com 
 
Sales 
info@morphotrak.com 
Tel:  (703) 797-2600 

MorphoCheck 
200 
Version: WAP 3; 
SW v1.2.247.0 

10-30-2013 Fingerprint Contact 
 

Contact 
 

1,2,3 & 4 
Configurable 

None CCL No 
 

1.0 & 2.0 

 Contactless Contact 
registration 

 

http://fips201ep.cio.gov/apl.php
http://fips201ep.cio.gov/apl.php
http://www.icmobil.com/
mailto:info@icmobil.com
http://www.icmobil.com/
mailto:info@icmobil.com
http://www.morphotrak.com/
mailto:info@morphotrak.com
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005 MorphoTrak, Inc. 
113 S. Columbus St. 
Suite 400 
Alexandria, VA 22314 
USA 
www.morphotrak.com 
 
Sales 
info@morphotrak.com 
Tel:  (703) 797-2600 

MorphoCheck 
250 
Version: WAP 3; 
SW v1.2.247.0 

10-30-2013 Fingerprint Contact 
 

Contact 
 

1,2,3 & 4 
Configurable 

None CCL No 
 

1.0 & 2.0 

 Contactless Contact 
registration 

 

006 EID Passport, Inc. 
5800 NW Pinefarm 
Place 
Hillsboro, OR  97124 
USA 
www.eidpassport.com  
 
Sales 
info@eidpassport.com  
Tel:  (877) 727-4342 

RAPID-RCX 
Version 2.71 

07-10-2014 Fingerprint Contact Contact 2 & 4 
Configurable 

None CCL No 
 

1.0 & 2.0 

  

007 idSoftware 
301 N. Main Street 
Suite 1005 
Greenville, SC 20961 
USA 
www.idsoftware.us  
 
Sales 
info@idsoftware.us 
Tel:  (866) 964-4911 

Secure Gate 
Ports 
MC75A 
Version 2.0 

02-21-2014 Fingerprint Contact Contact 1,2,3 & 4 
Configurable 

None CCL Yes 
 

1.0 & 2.0 

 Contactless Contract 
registration 

 

http://fips201ep.cio.gov/apl.php
http://fips201ep.cio.gov/apl.php
http://www.morphotrak.com/
mailto:info@morphotrak.com
http://www.eidpassport.com/
mailto:info@eidpassport.com
http://www.idsoftware.us/
mailto:info@idsoftware.us


Fixed Readers (page 3 of 3) 

 

QTL 
ID Vendor 

 
Product 
 Name 

Version  

Date  
Added to 

QTL  

Indoor 
Outdoor 

Biometric 
Interface Card 

Interface  TPK Source  Authentication 
Modes  

PACS 
 Interface 

CCL or 
 CRL 

 Checking 

Intrinsically 
Safe 

 Operation 

TWIC Card 
Versions 
Tested 

003 
 
 
 
 
 

003-1 

Schneider Electric 
9110 West Dodge Rd.  
Omaha, NE  68114 
USA 
www.schneider-
electric.com  
Mr. Chris Olnhausen 
chris.olnhausen@ 
telventdtn.com 
Tel:  (402) 399-2832 

PC3-TBR 
Hardware 
version: D 
SW version: 
13.08 
 
SW version 
13.12  

8-01-2013 
 
 
 
 
 
10-27-2014 

Outdoor 
 
 

Fingerprint Contactless 
 

PACS/server 
registration 
 

1, 2, 3 & 4 
Configurable 

Ethernet 
(not evaluated) 

CCL 
Not configurable 

No 1.0, 2.0 
 
 
 
  
 
& 2.3 

NOTE 1:  Some conditional requirements (such as Outdoor Use, Intrinsically Safe Operation, or Use in Harsh Conditions) may not be directly tested by the QTL 
laboratory.  In lieu of direct testing by the QTL laboratory, vendors claiming conformance with such conditional requirements are required to demonstrate 
product compliance by providing test results or certifications to the laboratory.  

NOTE 2:  Maritime operators should discuss specifics of their implementation requirements with the reader vendor to ensure that the reader will meet their 
specific operational needs.  Appearance of a reader product on this list does not guarantee suitability for any specific purpose 
 
Explanation of Terms 
 

Authentication Mode 1 - Verify signed Card Holder Unique Identifier (CHUID) 
Authentication Mode 2 – Active card authentication 
Authentication Mode 3 – Verify signed CHUID + biometric verification 
Authentication Mode 4 – Verify signed CHUID + active card authentication + biometric verification 
TPK – TWIC Privacy Key 
CCL – Cancelled Card List 
CRL – Certificate Revocation List 
Intrinsically Safe Operation – Certified for operation where explosive vapors are present by recognized lab 
Harsh Conditions – Meets MIL-STD 810F for vibration, temperature range, temperature shock and drop 
TWIC Card Versions – Three TWIC card versions have been issued.  The most recent is version 2.3 

http://fips201ep.cio.gov/apl.php
http://www.schneider-electric.com/
http://www.schneider-electric.com/
mailto:chris.olnhausen@telventdtn.com
mailto:chris.olnhausen@telventdtn.com

